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'HANNAFORD TO GO'

AUGUSTA, MAINE

HANNAFORD

SUPERMARKETS

1 PERMIT SET

PRELIMINARY - NOT FOR CONSTRUCTION

JULY 2015CDD

SC-145-DETAILS

C-4.0

NOTED

DETAILS

A

TYPICAL PAVEMENT MARKINGS

N.T.S.

NOTE:

ALL TRAFFIC MARKINGS TO BE

SOLID WHITE REFLECTIVE TRAFFIC

PAINT AS PER DIMENSIONS SHOWN.
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WHITE REFLECTIVE

TRAFFIC PAINT

STOP BAR

1'-0" 1'-0"LENGTH VARIES*

LENGTH VARIES*

C

TRAFFIC FLOW ARROW DETAIL

N.T.S.

NOTE:

TRAFFIC FLOW ARROW TO BE SOLID

WHITE REFLECTIVE TRAFFIC PAINT AS

PER DIMENSIONS BELOW
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1.75'

3.75'

1
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NOTES:

ALL MATERIALS AND INSTALLATION TO BE IN ACCORDANCE WITH STATE OF MAINE DEPARTMENT OF

TRANSPORTATION STANDARD SPECIFICATIONS (2014) AND STANDARD DETAIL SHEETS

ALL STRIPING AND SIGNAGE TO BE IN ACCORDANCE WITH MUTCD STANDARDS

B

HANNAFORD TO GO PAVEMENT STENCIL

N.T.S.

*STOP BAR LENGTH VARIES TO BE

1'-0" FROM EACH EDGE OF THE LANE.

FOR 12' WIDE LANES THE STOP BAR

WILL BE 10' LONG

EDGE OF LANE MAY BE A SOLID

WHITE STRIPE, A CHEVRON PAINTED

AREA, A CURB, OR A RAISED

CONCRETE ISLAND.

D

CHEVRON PAINTED ISLAND DETAIL

N.T.S.

4" SOLID WHITE MARKING (TYP.)

6' (TYP.)

4"

4"

7
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UTILITY TRENCH - SECONDARY ELECTRIC, 

AND COMMUNICATIONS

N.T.S.

NEW 1

1

4

 " BIT. CONCRETE

SURFACE PAVEMENT AND NEW

2

3

4

 " BIT. CONCRETE BINDER

PAVEMENT

PLASTIC MARKER TAPE

APPROX. 12" BELOW

FINAL GRADE

SUITABLE BACKFILL FREE

OF FROZEN LUMPS, ROCKS,

STONES, DEBRIS & RUBBISH

SUITABLE

BACKFILL

30" PAVED AREAS 30" GRASS AREAS

4" LOAM, SEED,

FERTILIZER AND MULCH

C TRENCH
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COMM.

UTILITY

CONDUIT TYPE

3/4"A

SERVICE CONDUIT TYPE

SCHEDULE 80 PVC TO CALL BOX

CONDUIT SIZE

POWER1 1/4"B SCHEDULE 80 PVC TO GULL WING

SERVICE LINE BSERVICE LINE A

NEW 6" BASE GRAVEL,MDOT

703.06 TYPE A (2" MINUS)

12" SUBBASE GRAVEL, MDOT

703.06, TYPE D (4" MINUS)

F

BITUMINOUS CONCRETE PAVEMENT SECTION

N.T.S.

NOTES:

1. APPLY TACK COAT BETWEEN BINDER AND SURFACE COURSES.

2. ALL MATERIALS SHALL CONFORM TO MDOT SPECIFICATIONS, LATEST REVISION.

3. COMPACTION OF ALL MATERIALS TO BE IN ACCORDANCE WITH MDOT

RECOMMENDATIONS.

BITUMINOUS CONCRETE PAVEMENT (SURFACE AND BINDER) SHALL BE 4" TOTAL

THICKNESS OR THE EXISTING PAVEMENT THICKNESS, WHICH EVER IS LARGER.

*

6" BASE GRAVEL, MDOT 703.06 TYPE A (2" MINUS)

* 2

3

4

" HOT BITUMINOUS CONCRETE BINDER

PAVEMENT, MDOT 702.0119.0mm OR MDOT GRADE B

12" SUBBASE GRAVEL, MDOT 703.06, TYPE D (4" MINUS)

* 1

1

4

" HOT BITUMINOUS CONCRETE SURFACE

PAVEMENT, MDOT 702.01 9.5mm OR  MDOT GRADE C

COMPACTED SUBGRADE

I

AUDIO CALL

BOX CONCRETE BASE

N.T.S.

4
0

"

DESIGN NOTES:

1. CONCRETE 4,000 PSI AT 28 DAYS

2. REINFORCING IS AS SPECIFIED.

(TYP. 4 - #4 VERTICALLY AND #3

STIRRUPS 12" O.C. HORIZONTALLY)

3. ANCHOR BOLTS AND GROUNDING

AS SPECIFIED AND REQUIRED BY

SUPPLIER.
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12" DIA.

1" CHAMFER

COORDINATE

ANCHOR BOLT SIZE

AND SPACING PER

AUDIO CALL BOX

POLE MOUNTING

BRACKET

12" DIA

3

4

 " CONDUIT

2
"

H

PIPE BOLLARD DETAIL

N.T.S.

6" SCHEDULE 40 EXTRA STRONG

CARBON STEEL PIPE FILLED

WITH CONCRETE

PAVEMENT OR

CONCRETE

ALL BOLLARDS TO HAVE A

YELLOW PVC BOLLARD COVER

WITH 6.625 TOTAL OUTSIDE

DIAMETER

3"
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GRANULAR

BASE

4,000 PSI CONCRETE BASE

FINISH GRADE

NOTE: ALL BOLLARDS TO BE

EQUIPPED WITH A 6" DIA. YELLOW

VINYL BOLLARD COVER, PRODUCT

NUMBER PPP-YL-06-042-S AS

MANUFACTURED BY IDEAL SHIELD,

OR APPROVED EQUAL

G

CONCRETE SIDEWALK DETAIL

N.T.S.

1

1

15" BASE GRAVEL OR

MATCH EXISTING

5" CONCRETE

SIDEWALK OR MATCH

EXISTING

#4 L 24x18 @ 12" O.C.

SLOPE 1/4" / FT

OR MATCH

EXISTING

WWM 6/6 + 10/10 OR

MATCH EXISTING

2 #4

VERT

12"

GRAVEL AND POSSIBLE STYROFOAM

INSULATION OR MATCH EXISTING GRAVEL

AND INSULATION BUILDUP BELOW SLAB,

REMOVE AND REPLACE AS REQUIRED TO

CONSTRUCT ELECTRIC AND

COMMUNICATION TRENCH

HAUNCHED CAST IN PLACE

CONCRETE CURB

EXPANSION JOINT MATERIAL BETWEEN

PROPOSED & EXISTING CONCRETE

SECTION A-A

STANDARD DUTY

PAVEMENT SECTION

FLUSH CURB

EXISTING CONCRETE PAVEMENT

K

'HANNAFORD TO GO' PARKING SIGN

N.T.S.

ALL BOLLARD SIGNS TO HAVE A RED PVC

BOLLARD COVER WITH 7.5" TOTAL

OUTSIDE DIAMETER

7" DIA. EXTRA STRONG STEEL PIPE FILLED

WITH CONCRETE

18" DIA. SONOTUBE FILLED WITH CONCRETE

COMPACTED GRANULAR BACKFILL

GALV. POST CAP

1'-4" x 2'-0" x 0.080" ALUMINUM SIGN,

SEE SITE PLAN.  BOLT TO STEEL

TUBE WITH 3/8" CADMIUM PLATED

BOLTS, NUTS & WASHERS

2" SQUARE GALV. UNISTRUT

EXTEND 3' INTO CONC. FILLED PIPE

PAVEMENT SECTION

FINISH PAVEMENT GRADE

UNDISTURBED SUBGRADE
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'HANNAFORD TO GO' DIRECTIONAL SIGNAGE

N.T.S.

FINISH GRADE
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NOTE:

4" POLE

2'-0" x 1'-6" x 0.080"

ALUMINUM SIGN, SEE

OVERALL SITE PLAN

FOR SIGN LEGEND

AND LOCATIONS.

GALV. POST CAP

L

'STOP ENGINE' SIGN AT GULL WING

N.T.S.

10" x 5" x 0.080" ALUMINUM SIGN,

SEE SITE PLAN.

NOTE:  USE FOR 'STOP' SIGN ALSO

L

'STOP ENGINE' SIGN AT GULL WING

N.T.S.

10" x 5" x 0.080" ALUMINUM SIGN

BOLT TO GULL WING CANOPY POST

WITH 3/8" CADMIUM PLATED BOLTS,

NUTS & WASHERS

EXISTING SIDE WALK GRADE
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CANOPY LIGHT

70.00"
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J

CONTROL JOINT DETAIL

N.T.S.

1

1

12"

SLOPE 1/4" / FT

OR MATCH

EXISTING

NOTES:

1. SEE CONCRETE SIDEWALK DETAIL THIS SHEET FOR SIDEWALK CONSTRUCTION DETAILS

2. CONTROL JOINTS TO BE SPACED AS SHOWN ON THE SITE PLAN

3. DEPTH OF CONTROL JOINT MUST BE AS INDICATED FOR ACCEPTANCE OF WORK

5" CONCRETE

SIDEWALK OR MATCH

EXISTING

NOTE: ALL BOLLARDS TO BE EQUIPPED

WITH A 7" DIA. RED VINYL BOLLARD COVER,

PRODUCT NUMBER BPD-RD-07-048-S AS

MANUFACTURED BY IDEAL SHIELD, OR

APPROVED EQUAL


